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Bocal aquecido para fundicao sob pressao em camara quente

Frech

Fabricante : partnership

Numero de produto:
TD3010

Description

Ficha de dados técnicos

Artigo-Ne. Tipo de maquina Desenho. Interior -@ [mm] Comprimento
total [mm]

TD3010 Frech DAW 5 S 7,0 149
TD3011 Frech DAW 5 V20 7.0 169
TD3020 Frech DAW 20 S 10,0 178
TD3021 Frech DAW 20 V30 10,0 208
TD3022 Frech DAW 20 V50 10,0 228
TD3050 Frech DAW S 11,0 257

40/50
TD3051 Frech DAW V53 11,0 316

40/50
TD3081 Frech DAW ) 11,0 286

63/80

Created on 02.11.2025
Subject to alterations in the technical description and prior sale.
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Artigo-Ne. Tipo de maquina Desenho. Interior -@ [mm] Comprimento
total [mm]

TD3082 Frech DAW V30 11,0 316

63/80
TD3083 Frech DAW V50 11,0 336

63/80
TD3125 Frech DAW 125 S 18,0 330
TD3126 Frech DAW 125 V40 18,0 370
TD3127 Frech DAW 125 V50 18,0 380
TD3200 Frech DAW 200 S 18,0 422
TD3201 Frech DAW 200 V40 18, 462
Voltagem [V] Termoelemento
230 NiCrNi
Prazo de entrega mediante solicitagao
Preco mediante solicitacao
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Subject to alterations in the technical description and prior sale.



